INSOLROLL © Apex Semi-Sheer Fabric
Product Specifications

Benefits: The refined elegance of Apex semi-sheer fabric features a subtle textured pattern for filtered light with a small amount of
view-through. With the same fabric style, it pairs beautifully with Zenith blackout to provide total light and privacy

management with elegant design flow from room to room.

Specifications:
Category Semi-sheer Fabric Composition 100% Polyester with Acrylic Coating
Openness Factor Light-filtering Thickness 0.026"
Weight 6.54 0z/yd2
Width 118"
Fire Classifications: NFPA 101 Class A
IBC Section 803.1.1 Class A
California Technical Bulletin 117
Anti-Microbial Properties: ASTM-G21, ASTM-E2180
Certifications: GreenGuard Gold
Acoustic Performance: Noise Reduction Coefficient: .025, Sound Absoption Average: 0.25
Environmental Benefits: RoHS,/Direcfive 2002,/95/EC
ANSI/WCMA A 100.1-2007
USCPSC Section 101
Care & Cleaning: Remove dust with a vacuum cleaner or compressed air. Clean with a sponge and warm soapy water using mild detergent.

Rinse with clean water. Do not scrub. Do not use solvents or abrisives that could harm the coating of the fabric. Leave the
blind down until completely dry. You may also very gently rub the fabric with a clean white pencil eraser to remove small

stains.

For complete technical information, current test results, performance specifications and larger samples, contact the Insolroll, Inc.
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