
Fully Recessed Jamb Depth
Actual: 5.65" (5 21/32")

Rounded: 5 11/16" 3 7/8"

Medium dual fascia system can be installed with a back cover by flipping the fascia upside down as shown. The fascia will then be covering the back and part 
of the top of the system. In order to use this system, the front fascia will also need to be flipped so the mounting surface will remain flat. This will result in an open 

bottom enclosure. This configuration can only be used in applications where the housing and brackets can be ceiling mounted.

Medium dual fascia system is available for battery 
motors in 1 1/2" tubes on shade widths up to 8' wide or 

in 2" tubes on shade width up to 10' wide.
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Medium dual fascia system is available for 
battery motors in 1 1/2" tubes on shade 

widths up to 8' wide or in 2" tubes on shade 
width up to 10' wide.
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Slim dual fascia systems are only 
available with battery motors in 1 

1/2" tubes on shade widths up to 8' 
wide.
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Insolroll Dual Motorized Window Shade Fascia Systems

Slim Dual Fascia System

Most solar screen and blackout fabrics 
work with 1½” tube for sizes up to 8’ 
wide OR 10’ high.

4” inside 
mount

Medium Dual Fascia System
5 ½”

5 
½

”

Accommodates most screen and blackout fabrics 
with 2” tube on sizes up to 10’ wide OR 14’ high.

Fascia can be fl ipped to create Top/Back 
Cover and reduce light leak through top 
corner of shade on partial inside mount.
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Fully Recessed Jamb Depth
Actual: 5.65" (5 21/32")

Rounded: 5 11/16" 3 7/8"

Medium dual fascia system can be installed with a back cover by flipping the fascia upside down as shown. The fascia will then be covering the back and part 
of the top of the system. In order to use this system, the front fascia will also need to be flipped so the mounting surface will remain flat. This will result in an open 

bottom enclosure. This configuration can only be used in applications where the housing and brackets can be ceiling mounted.

Medium dual fascia system is available for battery 
motors in 1 1/2" tubes on shade widths up to 8' wide or 

in 2" tubes on shade width up to 10' wide.
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Medium dual fascia system is available for 
battery motors in 1 1/2" tubes on shade 

widths up to 8' wide or in 2" tubes on shade 
width up to 10' wide.
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Slim dual fascia systems are only 
available with battery motors in 1 

1/2" tubes on shade widths up to 8' 
wide.
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Slim Dual Fascia System

Most solar screen and blackout fabrics 
work with 1½” tube for sizes up to 8’ 
wide OR 10’ high.

4” inside 
mount

Medium Dual Fascia System
5 ½”
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”

Accommodates most screen and blackout fabrics 
with 2” tube on sizes up to 10’ wide OR 14’ high.

Fascia can be fl ipped to create Top/Back 
Cover and reduce light leak through top 
corner of shade on partial inside mount.
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Slim Dual Fascia System

Most solar screen and blackout fabrics 
work with 1½” tube for sizes up to 8’ 
wide OR 10’ high.

4” inside 
mount

Medium Dual Fascia System
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Accommodates most screen and blackout fabrics 
with 2” tube on sizes up to 10’ wide OR 14’ high.

Fascia can be flipped to create Top/Back 
Cover and reduce light leak through top 
corner of shade on partial inside mount.
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Tall dual fascia systems are available 
with AC or DC motors in 2 1/2" tubes 

on shade widths up to 11' wide.
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Insolroll Window Shading Systems  |  303.665.1207 |  637 S Pierce Ave, Louisville, CO 80027  |  insolroll.com 

5 ⁵⁄₈”

7 ³⁄₈”

Tall Dual Fascia System

Accommodates most screen and blackout 
fabrics with 2 ½” tube for sizes up to 11‘ 
wide OR 16’ high. Can be coupled.

Note: Measurements are approximate. For exact dimensions please refer to the architectural drawings.

5 5⁄₈” inside mount

Model Dimensions Motors Tube Colors

Slim Dual
Shade System

4” projection
by

5½” height

  • BAT-L1     • IQM-DCR
  • BAT-X1              
  • BAT-L2
                     

1½” 
White, Black,

Clear Anodized, Bronze

Medium Dual
Shade System

5 ½” projection by
5 ½” height

   • BAT-X1    • IQM-AC2    • IQM-DCR 
   • BAT-L1     • IQM-ACR2
   • BAT-L2

1 ½”
or
2”

White, Black,
Clear Anodized, Bronze

Tall Dual
Shade System

5 ⁵⁄₈” projection by
7 ³⁄₈” height

   • BAT-L3      • IQM-AC      • IUQ-DCR
                         • IQM-ACR
                                • IUQ-AC
                           • IUQ-ACR

2 ½” 
White, Black,

Clear Anodized
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5 ⁵⁄₈”

7 ³⁄₈”

Tall Dual Fascia System

Accommodates most screen and blackout 
fabrics with 2 ½” tube for sizes up to 12‘ 
wide OR 16’ high. Can be coupled.

Note: Measurements are approximate. For exact dimensions please refer to the architectural drawings.

Model Dimensions Motors Tube Colors

Slim Dual
Shade System

4” projection
by

5½” height

  • BAT-L1     • IQM-DCR
  • BAT-X1              
  • BAT-L2
                     

1½” 
White, Black,

Clear Anodized, Bronze

Medium Dual
Shade System

5 ½” projection by
5 ½” height

   • BAT-X1    • IQM-AC2    • IQM-DCR 
   • BAT-L1     • IQM-ACR2  • R16 Clutch
   • BAT-L2

1 ½”
or
2”

White, Black,
Clear Anodized, Bronze

Tall Dual
Shade System

5 ⁵⁄₈” projection by
7 ³⁄₈” height

   • BAT-L3      • IQM-AC      • IUQ-DCR
                         • IQM-ACR
                                • IUQ-AC
                           • IUQ-ACR

2 ½” 
White, Black,

Clear Anodized


